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State of Alabama
Department of Finance
Division of Purchasing

Master Agreement
Modification

CONTRACT INFORMATION

MASTER AGREEMENT NUMBER: MA 999 17000000185 NOT TO EXCEED AMOUNT:  
Begin Date: 07/26/2017 Procurement Folder: 233124

Expiration Date: 07/25/2020 Procurement Type: Master Agreement
Solicitation Number:  Replaces Award Document:  

Award Date:  Replaced by Award Document:  
Modification Date: 07/15/19 Version Number: 5

CONTACT INFORMATION
REQUESTOR: ISSUER: BUYER:
Patrick Hemme Patrick Hemme Patrick Hemme
334-242-7173 334-242-7173 334-242-7173
Pat.Hemme@purchasing.alabama.gov Pat.Hemme@purchasing.alabama.gov Pat.Hemme@purchasing.alabama.gov

CONTRACT DESCRIPTION
MA - HANDICAPPED ACCESSIBLE MINIVANS
 

Ship To:
ALDOT - MODAL PROGRAMS ENGINEER
1409 COLISEUM BLVD.
MONTGOMERY AL 36110

Bill To:
ALDOT - MODAL PROGRAMS ACCOUNTING DIVISION
1409 COLISEUM BLVD.
MONTGOMERY AL 36110

REASON FOR MODIFICATION
 

VENDOR INFORMATION
Name /Address: Contact:

VC000054728: Transportation South Inc Chuck Clark
 2057771976  
1400 McCain Parkway chuckclark@thebuscenter.com
 
Pelham  AL  35124
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COMMODITY / SERVICE INFORMATION
Line Quantity UOM Unit Price Service Amount Service From Service To Line Sub Total Line Total

1 0 EA $38,312.000000 $0.00   $0.00 $0.00

07191 - Vans, Customized
AUTOMOTIVE VEHICLES AND RELATED TRANSPORTATION EQUIPMENT (IN
MINIVANS PER ATTACHED SPECIFICATIONS:

Line Quantity UOM Unit Price Service Amount Service From Service To Line Sub Total Line Total
2 0 EA $100.000000 $0.00   $0.00 $0.00

07191 - Vans, Customized
Vans, Personnel (Regular and Handicapped Equipped) (Effectiv
OPTIONS: VEHICLE LETTERING, 
"PUBLIC TRANSPORTATION"
LETTERING LOCATED ON FRONT/REAR END CAPS PLUS AGENCY NAME/TELEPHONE NUMBER ON BOTH SIDES. LETTERING TO BE  6" 
IN HEIGHT AND CENTERED.

Line Quantity UOM Unit Price Service Amount Service From Service To Line Sub Total Line Total
3 0 EA $75.000000 $0.00   $0.00 $0.00

07191 - Vans, Customized
Vans, Personnel (Regular and Handicapped Equipped) (Effectiv
OPTIONS: VEHICLE LETTERING
OTHER AGENCY NAME/ TELEPHONE NUMBER ON SIDES. LETTERING TO BE 6" IN HEIGHT AND CENTERED.

All terms, conditions, and any amendments to solicitation are part of this contract as if fully reproduced herein .

Approved:

Purchasing Director

APPROVALS
Date Status Before Status After Approver

    



Authority:
 
The Department of Finance Code of Administrative procedure, Chapter 355-4-1 effective September 7, 2012 is incorporated by reference and
made a part of this document. To view the Code of Administrative procedures visit our website www.purchasing.alabama.gov.
 
Choice of Law; Venue:
 
This Contract will be governed by laws of the State of Alabama and the sole venue for litigation and alternative dispute resolution activities
will be the City of Montgomery in the State of Alabama.

Not to Constitute a Debt of the State:

The terms and commitments contained in the RFB, or any contract resulting from this RFB, shall not constitute a debt of the State of
Alabama, the incurring of which is prohibited by Section 213 of the Official Recompilation of the Constitution of Alabama, 1901, as amended
by Amendment No. 26.

Bid Response Instructions

In order to submit a responsive bid, bidder must read and follow all instructions, terms, conditions and specifications of this solicitation.

1. Bid envelope(s)/package(s)/box(es) must be identified with the bid number and opening date. Each individual bid must be submitted in
a separate envelope. Responses to multiple bid numbers submitted in the same package that are not in separate envelopes and properly
identified will be rejected. The Division of Purchasing does not assume responsibility for late bids for any reason including those due to
postal or courier service. Bid responses must be in the Division of Purchasing office prior to the “close date and time” indicated on the bid.

2. Bid responses must be in ink or typed on this document, or replicated in the exact format. Signatures must be handwritten originals in ink
or the bid will be rejected. Unless indicated in the bid, all price pages must be completed and returned. If an item is not being bid, identify it
as N/B (no-bid). Pages should be secured. The Division of Purchasing does not assume responsibility for missing pages. Faxed/emailed bid
responses will not be accepted.

3. The unit price always governs regardless of the extended amount. A unit price change on a line must be initialed by the person signing the
bid or that line will be rejected. Price changes include but are not limited to cross-out, strike-over, ink-over, white-out, erasure, or any other
method changing the price.

4. The Division of Purchasing requires an original and a minimum of one exact copy of the signed, notarized bid to include any required
addendum(s) and documentation. The original and the copy should be submitted together as a bid package.

5. An improperly submitted bid, late bid or a bid that is canceled on or before the opening date may be retrieved during normal business
hours. These bids will be held for 90 days then destroyed. The Division of Purchasing assumes no responsibility for the document after 90
days. Bids retrieved by vendor(s) are considered withdrawn and vendor(s) relinquishes all rights to protest.
Bid rejection

Bidders shall not place any qualifications, exceptions, conditions, reservations, limitations, or substitutions in their bid concerning the
contract terms and conditions. Any such qualifications, exceptions, conditions, reservations, limitations, or substitutions shall result in
rejection of the bid.

Bids that are improperly submitted or received late will be documented for record but will not be returned nor will bidder be notified.

The following is a partial list whereby a bid response will be rejected:

Bid number not on envelope/package/box
Bid responses with multiple bid numbers in same envelope not properly identified
Bid responses received late
Bid responses not signed/not original signature
Bid responses not notarized/not original signature of notary and/or notary expiration
Bidder notarized own signature
Required information not submitted with bid response
Failure to submit the original bid and a complete exact copy
Bid response received from non-subscribed/expired vendor

Beason-Hammon Alabama taxpayer and citizen protection act (act 2011-535 and as amended by act 2012-491)

As a condition for award of this bid, the vendor acknowledges the following:

“By signing this contract, the contracting parties affirm, for the duration of any agreement that they will not violate federal immigration law or
knowingly employ, hire for employment, or continue to employ an unauthorized alien within the State of Alabama. Furthermore, a contracting
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party found to be in violation of this provision shall be deemed in breach of the agreement and shall be responsible for all damages resulting
therefrom.”

Verification of enrollment in the E-verify program will be required prior to any award to a vendor who employs one or more employees within
the State of Alabama. E-verify documentation should be identified with the bid number and the buyer name. Failure to provide documentation
within 5 calendar days of notification will result in the rejection of your bid. To enroll in the E-verify program visit www.dhs.gov/e-verify.

 

Certification Pursuant to Act no. 2006-557

Alabama Law (section 41-4-116, Code of Alabama 1975) provides that every bid submitted and contract executed shall contain a certification
that the vendor, contractor, and all of its affiliates that make sales for delivery into Alabama or leases for use in Alabama are registered,
collecting, and remitting Alabama state and local sales, use, and/or lease tax on all taxable sales and leases into Alabama. By submitting this
bid, the bidder is hereby certifying that they are in full compliance with Act no. 206-557, they are not barred from bidding or entering into a
contract pursuant to 41-4-116, and acknowledges that the awarding authority may declare the contract void if the certification is false.

Information and assistance to minority and women-owned businesses in acquiring M/WBE certification may be obtained from the office of
minority business enterprises at www.adeca.alabama.gov

In compliance with Act 2016-312, by submitting this bid the contractor hereby certifies that it is not currently engaged in, and will not engage
in, the boycott of a person or an entity based in or doing business with a jurisdiction with which this state can enjoy open trade.”
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PURPOSE:

THE PURPOSE OF THIS RFB IS TO ESTABLISH A STATWIDE CONTRACT TO PURCHASE MINIVANS FOR
STATE AGENCIES.

AWARD:
THE AWARD SHALL BE MADE “ALL OR NONE” TO THE LOWEST RESPONSIBLE BIDDER MEETING ALL
SPECIFICATIONS OF THE RFB.
 
FREIGHT:
BID IS F.O.B. DESTINATION. ANY FREIGHT CHARGES MUST BE INCLUDED IN THE BID PRICES.
 
 
DELIVERY TIME FRAME:
ALL ITEMS ORDERED MUST BE DELIVERED TO THE "SHIP TO" ADDRESS SHOWN ON THE P.O. WITHIN
ONE HUNDRED TWENTY (120) DAYS OF VENDORS RECEIPT OF ORDER.
 

CONTRACT PERIOD:

ESTABLISH A 12 MONTH CONTRACT WITH AN OPTION TO EXTEND FOR A SECOND, THIRD, FOURTH,
AND FIFTH 12 MONTH PERIOD WITH THE SAME PRICING, TERMS AND CONDITIONS. THE SECOND,
THIRD, FOURTH, OR FIFTH 12 MONTH PERIOD, IF AGREED BY BOTH PARTIES, WOULD BEGIN THE
DAY AFTER THE FIRST, SECOND, THIRD, OR FOURTH 12 MONTH PERIOD EXPIRES. ANY SUCCESSIVE
EXTENSION MUST HAVE WRITTEN APPROVAL OF BOTH THE STATE AND VENDOR.

 
PLEASE NOTE: THE EXACT BID COPY REQUIREMENT PER ITEM NUMBER 4 UNDER AUTHORITY OF
THIS RFB. PLEASE NOTE: FAILURE TO PROVIDE THE REQUIRED COPY WITH YOUR BID WILL RESULT
IN THE REJECTION OF YOUR BID.
 
 
 
PLEASE NOTE: ALL PRICES MUST BE GIVEN PER THE UNIT OF MEASURE IN THE UNIT PRICE SPACE
OF THE RFB DOCUMENT. FAILURE TO PROVIDE THE UNIT PRICE AS OUTLINED ABOVE WILL RESULT
IN THE REJECTION OF YOUR BID.
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ALABAMA DEPARTMENT OF TRANSPORTATION

 

BID ITEM:

MINI VAN, NEW LATEST MODEL (LOW FLOOR, SIDE ENTRANCE, RAMP EQUIPPED WITH
ONE WHEELCHAIR STATION) PLEASE LIST MAKE, MODEL AND YEAR OF VEHICLE
BEING BID.

MAKE______________________

MODEL_____________________

YEAR_______________________

IT IS NOT THE INTENT TO WRITE OUT VENDORS/ MANUFACTUREERS OF SIMILAR
OR EQUAL EQUIPMENT: HOWEVER, IT IS INTENDED TO PROVIDE SPECIFICATIONS
TO BEST MEET THE NEEDS OF TRANSIT PROVIDERS STATEWIDE AS WELL AS THE
SAFETY OF THEIR PASSENGERS.

GENERAL INFORMATION:

UNITS UNDER THESE SPECIFICATIONS SHALL BE ADULT SEAT PASSENGER MINI-VAN
CONVERSION VANS WITH SIDE ENTRANCE MANUAL RAMP FOR ONE (1) WHEELCHAIR
LOCATION. THE VANS SHALL BE NEW VEHICLES WITH FULL WARRANTIES AND ALL
PARTS SHALL BE NEW AND STOCKED BY THE DISTRIBUTOR. THE YEAR MODEL
MUST BE THE LATEST CURRENT MODEL AND STATED IN THE BID. THE BIDDER SHALL
DESCRIBE THE VEHICLE AND EQUIPMENT THEY PROPOSE TO FURNISH AS PART OF
THE BID.

THE BIDDER SHALL CERTIFY THAT THE VEHICLE(S) TO BE SOLD UNDER THIS BID
ARE THE SAME PRODUCTS DESCRIBED IN THE SOLICITATION SPECIFICATIONS; AND
THAT THE PROPOSED MANUFACURER IS A RESPONSIBLE MANUFACTURER WITH THE
CAPABILITY TO PRODCE A VEHICLE THAT MEETS THE SPECIFICATIONS SET FORTH IN
THE SOLICITATION FOR BIDS.

THE BIDDER SHALL PROVIDE A COPY OF THE MANUFACTURER’S SELF-
CERTIFICATION INFORMATION THAT THE VEHICLE(S) COMPLY WITH THE RELEVANT
FEDERAL MOTOR VEHICLE SAFETY STANDARDS (FMVSS) PER 49 CFR PART 663

THE BIDDER SHALL CERTIFY THAT THE VEHICLE(S) SPECIFIED IN THE BID MEET THE
ADA ACCESSIBILITY GUIDELINES FOR TRANSIT VEHICLES.

PRICE INCREASES:

PRICE INCREASES MAY BE ALLOWED. PROVIDED THE AWARDED VENDOR SUBMITS
COMPLETE DOCUMENTATION THAT SUBSTANTIATES SUCH AN INCREASE.

PRICE INCREASES DUE TO CHASSIS PRICE INCREASE MAY BE ALLOWED,
PROVIDED THE AWARDED VENDOR SUBMITS COMPLETE DOCUMENTATION THAT
SUBSTANTIATES SUCH AN INCREASE.

THE BURDEN OF NOTIFYING STATE PURCHASING AND PROVIDING DOCUMENTATION
WHICH SUPPORTS THE INCREASE RESTS WITH THE AWARDED VENDOR.

GENERAL DIMENSIONS:

SEATING CAPACITY: 7

GVWR: MINIMUM OF 5,290 POUNDS
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WHEELBASE: MINIMUM 111” WITH A MAXIMUM OF 120”

CHASSIS RELATED:

ENGINE: MINIMUM OF A 3.0 LITER 6 CYLINDER GAS EFI

OTHER ITEMS TO INCLUDE:

SUSPENSION: HEAVIEST-DUTY FRONT/REAR SPRINGS AND SHOCK ABSORBERS,
PLUS OEM FRONT AND REAR STABALIZER BARS IF AVAILIABLE.

FUEL SYSTEM: MINIMUM 20 GALLON FUEL TANK

TRANSMISSION: MINIMUM OF A 4 SPEED AUTOMATIC

STEERING: POWER PLUS TILT AND CRUISE

BRAKES: POWER, HEAVIEST-DUTY, SELF ADJUSTING, DUAL HYDRAULIC FRONT DISC
AND REAR DISC IF OEM 4-WHEEL, ANTI-LOCK BRAKES.

EXHAUST: OEM OR APPROVED EQUAL EXHAUST SYSTEM. MUST MEET U.S.
GOVERNMENT NOISE LEVEL AND EXHAUST EMISSION REQUIREMENTS.

WHEELS: STANDARD OEM

TIRES: MINIMUM FIVE (5) LT 215/70R/15 WITHIN ONE (1) YEAR OF MANUFACTURING
DATE. OEM HYDRAULIC JACK, LUG WRENCH TO BE OEM STANDARD SECURED INSIDE
VEHICLE. SPARE IS TO BE LOCATED UNDER VEHICLE.

BATTERY: HEAVY-DUTY MAINTENANCE FREE, 12 VOLT, MINIMUM 500 CCA.

ALTERNATOR: MINIMUM 130 AMPS

DOORS: FOUR DOORS, STANDARD DRIVER, PASSENGER AND TWO SIDE-SLIDING. ALL
STEPS TO INCLUDE PAD OR STRIP OF NON-SKID MATERIAL.

INSTRUMENTATION: STANDARD OEM INSTRUMENTATION

AIR CONDITIONING: HIGHEST OEM CAPACITY FRONT AND REAR, FACTORY
INSTALLED. MUST PROVIDE FRESH, COLD AIR, DEFROSTER, AND HEATED AIR
CONTROLLED BY FOUR-POSITION SWITCH, OFF, LOW, MEDIUM, AND HIGH.

HEATING/DEFROSTING: STANDARD OEM INCLUDING REAR DEFROSTER

WINDOWS: MANUFACTURER’S STANDARD WINDOWS MEETING APPROPRIATE FMVSS,
VENTILATING TYPE, ALL TINTED, INCLUDING WINDSHIELD. FULL VAN WINDOW GLASS
ALL AROUND.

BODY EXTERIOR:

MIRRORS: OEM STANDARD REARVIEW. RIGHT AND LEFT HAND LOW MOUNT
FOLDAWAY MIRRORS.

COLOR: MANUFACTURER’S STANDARD BRIGHT WHITE EXTERIOR. STRIPING IS
ALSO REQUIRED AND IS TO RUN THE APPROXIMATE LENGTH OF THE VEHICLE ON
BOTH SIDES AND BE 8” IN WIDTH. STRIPE TO BE 1” BELOW PASSENGER WINDOWS.
STRIPING WILL BE BLUE, GREEN OR BURGUNDY PEACOCK BLUE OR PURPLE. STRIPE
COLOR WILL BE NOTED AT TIME OF ORDER. ALL COLORS WILL BE APPROVED BY
ALDOT PRIOR TO AWARD OF BID.

WINDSHIELD WIPERS: TWO-SPEED ELECTRIC WITH INTERMITTENT FEATURE.
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EXTERIOR LIGHTING: ALL EXTERIOR LIGHTING WILL BE MANUFACTURER’S
STANDARD EQUIPMENT AND MUST MEET U.S. DEPARTMENT OF TRANSPORTATION
REQUIREMENTS.

DIRECTIONAL SIGNALS SHALL MEET ALL FEDERAL MOTOR VEHICLE STANDARDS,
FRONT AND REAR IN ADDITION TO THE DIRECTION SIGNALS, REAR LAMPS SHALL
CONSIT OF RED COMBINATION STOP/TAIL LIGHTS.

FOUR-WAY EMERGENCY FLASHER MUST BE PROVIDED.

A REAR LICENSE PLATE LIGHT SHALL BE PROVIDED

TWO BACK-UP LIGHTS SHALL BE PROVIDED WHEN VEHICLE IS IN REVERSE.
LIGHTING OVER WHEEL CHAIR RAMP DOOR SHALL BE IN ACCORDANCE WITH ADA
REQUIREMENTS.

UNDERCOATING: COMPLETE UNDERCOATING WITH CORROSION PROTECTION
MINIMUM 5-YEAR OR 100,000 MILES WARRANTY.

BODY-INTERIOR:

SEATING: THE DRIVER’S SEAT IS TO BE HIGH BACKED WITH ARMRESTS INCLUDING
RETRACTABLE SEATBELT AND SHOULDER HARNESS. THE DRIVER SEAT WILL BE
POWER ADJUSTABLE.

THE FRONT PASSENGER SEAT IS TO BE REMOVABLE TO ALLOW FOR FORWARD
FACING WHEELCHAIR POSITION, HIGH BACKED WITH ARMRESTS INCLUDING
RETRACTABLE SEATBELT AND SHOULDER HARNESS.

A FORWARD-FACING FOLD-A-WAY 2 PASSENGER SEAT SHALL BE INSTALLED IN THE
WHEELCHAIR AREA.

ADDITIONAL PASSENGER SEATS INCLUDE A 3-PASSENGER STATIONARY BENCH SEAT
ACROSS THE REAR OF THE VAN. RETRACTABLE SEATBELTS ARE TO BE LOCATED AT
EACH PASSENGER SEATING POSITION.

ONE FORWARD FACING WHEEL CHAIR POSITION. THE WHEELCHAIR POSITIONS MUST
MEET THE REQUIREMENTS OF THE ADA ACT.

EXTRA-LONG SEAT BELTS WITH SHOULDER HARNESS AND LAP BELTS SHALL BE
PROVIDED AT WHEEL CHAIR POSITIONS TO ACCOMMODATE WHEEL CHAIR AND
PASSENGER. ALL VEHICLES MUST HAVE A POUCH MOUNTED TO STORE THESE
DEVICES WHEN THEY’RE NOT IN USE.

ALL SEATS ARE TO BE COVERED IN VINYL UPHOLSTERY BLUE OR GRAY IN
MATERIALS THAT MEET FMVSS 302 BURN RESISTANCE REQUIREMENTS.

TWO SETS OF SEAT BELT EXTENSIONS SHALL BE PROVIDED.

FLOORING: VINYL OR RUBBER FLOORING PREFERRED

INTERIOR LIGHTING: STANDARD OEM

RADIO: OEM AM-FM STEREO WITH CD PLAYER TO INCLUDE FOUR SPEAKERS, TWO
FRONT AND TWO REAR.

FIRE EXTINGUISHER: ONE (1) FIVE (5) POUND DRY-CHEMICAL TYPE WITH FLEXIBLE
DISCHARGE HOSE OF SUFFICENT LENGTH FOR DIRECTIONAL USE EXTINGUISHER
IS TO BE MOUNTED SECURELY IN BRACKET NEAR THE DRIVER IN FULL VIEW AND
INSTANTLY ACCESSIBLE.
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BIOHAZARD KIT: ONE (1) KIT WITH METAL CASE MOUNTED TO MEET OSHA
BLOODBORNE PATHOGENS SPILL CLEAN UP KIT, REGULATION CFR1910.1030

FIRST AID KIT: KIT WITH METAL CASE MOUNTED SECURELY TO THE INSIDE OF THE
VEHICLE NEAR DRIVER 16 UNIT CONFORMS TO D.O.T AND OSHA REQUIREMENTS.

LUG-WHEEL JACK: STANDARD MOUNTED

REFLECTIVE KIT: ONE (1) D.O.T. REFLECTIVE TRIANGLE KIT-MOUNTED.

CONSTRUCTION:

THE ENTIRE BODY STRUCTURE SHALL BE BUILT AS AN INTERGRAL UNIT
ADEQUATELY REINFORCED AT ALL JOINTS AND CORNERS WHERE STRESS
CONCENTRATION MAY OCCUR TO ADEQUATELY CARRY REQUIRED LOADS AND
WITHSTAND ROAD SHOCK. STEEL SAFETY FRAME (FLOOR, WALLS, ROOF, FRONT
AND REAR) SHALL BE SECURELY WELDED TOGETHER TO PROVIDE AN INTERGRAL
ONE-PIECE BODY STRUCTURE. EXTERIOR BODY SKIN TO BE GALVANIZED STEEL. NO
FASTENERS TO BE EXPOSED TO EXTERIOR FINISH.

MODIFICATIONS:

ALL MODIFICATIONS SHALL BE EFFECTED IN GOOD WORKMANLIKE MANNER. SHEET
METAL FIT-UPS SHALL BE PROPERLY EXECUTED AND CONCEALED. PAINT FINISH
AND WINDOW GLASS SHALL BE FREE OF ANY DEFECTS DUE TO WELDING OR RE-
ASSEMBLY.

MODIFICATIONS TO OEM FLOOR PLAN/FRAME SHALL BE OF HIGHEST QUALITY
CONSTRUCTION. MODIFICATION OF FLOOR AND FRAME SHALL PROVIDE
REINFORCEMENT TO A DEGREE THAT THE STRUCTURAL INTEGRITY OF THE OEM
VEHICLE IS NOT DEGRADED. ANY SUCH MODIFICATIONS SHALL BE PROPERLY
SEALED TO PREVENT ENTRANCE OF EXHAUST FUMES, MOISTURE AND DUST.

ALL WELDS SHALL BE MADE IN A WORKMANLIKE MANNER, PROPERLY FUSED,
OF AMPLE PENETRATION, AND SHALL ON ALL EXPOSED SURFACES WHERE
PRACTICABLE, BE SMOOTHLY FINISHED, INTERMITTENT OR SPOT WELDS SHALL BE
SPACED AND PROPORTIONED AS TO PROVIDE AMPLE STRENGTH FOR THE PURPOSE.
ALL WELDED JOINTS SHALL BE SPACED AND PROPORTIONED AS TO PROVIDE AMPLE
STRENGTH FOR THE PURPOSE. ALL WELDED JOINTS SHALL BE CLEANED AND
PRIMED. ALL WELDS SHALL BE RELATIVELY FREE OF SLAG INCLUSIONS, UNDERCUT,
ROLL, BLOW HOLES, UNFILLED CRATERS, IMPROPER FIT-UP AND POROSITY. FILLET
WELD SIZES SHALL BE AT LEAST EQUAL TO THE THICKNESS OF THE LEAST OF THE
JOINED PLATES.

LOWERED FLOOR MATERIALS SPECIFICATIONS:

ALL FLOORING MODIFICATIONS SHALL BE EXECUTED IN 14-GAUGE SHEET METAL
OR 16-GAUGE STAINLESS STEEL. SUCH MODIFICATIONS SHALL NOT DEGRADE THE
STRUCTURAL INTEGRITY OF THE OEM VEHICLE.

THE LOWERED FLOOR SHALL BE SECURELY FASTENED TO STEEL CHASSIS OR
BODY AND COVERED FROM WALL TO WALL WITH INDUSTRIAL GRADE, NON-SLIP
VINYL FLOORING WITH RAISED MINERAL AGGREGATE DISCS. ALL EDGES WILL BE
PROPERLY SEALED TO PREVENT ENTRANCE OF MOISTURE THAT COULD CAUSE
BULGING, PLY-SEPERATIONS AND/OR MATERIAL FAILURE.

ALL JOINTS WILL BE BUTT TYPE. FLOOR COVERING SHALL BE CARPET OR TRANSIT
TYPE VINYL, CONSISTENT WITH THE MANUFACTURER’S STANDARD ISSUE.
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DUE TO LOWERING OF THE FLOOR, THE FUEL TANK MAY BE RELOCATED.

THE ENTIRE BODY FRAME UNDERSTRUCTURE OF THE VEHICLE SHALL BE RUST
PROOFED AND FULLY UNDERCOATED WITH NON-FLAMMABLE MATERIAL. SUCH
MATERIAL SHALL BE APPLIED IN A CONTINUOUS AND UNIFORM COATING TO ALL-
METAL PANELS AND SPLASH PANS UNDER THE VEHICLE FOR PROTECTION AGAINST
RUST AND CORROSION.

RAMP:

THE RAMP SHALL BE A MANUALLY OPERATED FOLD DOWN TYPE. THE RAMP SHALL
PROVIDE A STRAIGHT INCLINED SURFACE FROM THE GROUND TO THE VAN FLOOR
LEVEL. THIS SHOULD BE APPROXIMATELY 10”-12” FROM THE VAN FLOOR TO GROUND
LEVEL. THE RAMP SHALL ALLOW A WHEELCHAIR OR MOBILITY AID CONTAINING A
PERSON TO BE PUSHED FROM THE GROUND LEVEL INTO EACH VAN OR ROLLED OUT
OF EACH VAN DOWN TO GROUND LEVEL. PROTECTIVE EDGE FLANGES SHALL BE
PROVIDED ON THE RAMP TO PREVENT THE WHEELS OF A WHEELCHAIR OR MOBILITY
AID FROM ROLLING OFF THE EDGE OF THE RAMP. NO CENTER STEPS OR TOE-
CLEATS WILL BE ALLOWED WITH THE CONVERSION.

THE RAMP SHALL HAVE A WIDTH OF AT LEAST 30” AND LENGTH OF 52” AT MINIMUM.
THE GRADIENT MUST MEET ADA REQUIREMENTS.

RAMP SIDE DOOR

THE RAMP SHALL BE MANUAL, MOUNTED TO THE CHASSIS FRAME WITHOUT
STRUCTURAL CHANGES IN THE FRAME AND LOCATED AT THE SIDE OF THE VAN. THE
DOOR THAT THE RAMP IS LOCATED SHALL HAVE A MINIMUM HEIGHT OF 56” AND A
MINIMUM WIDTH OF 30”. THE WHEELCHAIR RAMP DOOR SHALL BE CONSTRUCTED OF
GAUGE STEEL.

RAMP CAPACITY:

MINIMUM 750 LBS.

MECHANISM:

SHALL BE MANUAL TYPE. NONWORKING PARTS, SUCH AS PLATFORM, FRAME, AND
ATTACHMENT HARDWARE THAT WOULD NOT BE EXPECTED TO WEAR, SHALL HAVE A
SAFETY FACTOR OF AT LEAST THREE, BASED ON THE ULTIMATE STRENGTH OF THE
MATERIAL.

 

CONTROLS:

SHALL PROVIDE OTHER APPROPRIATE FAIL-SAFE MECHANISMS OR SYSTEMS, TO
ENSURE THAT THE VEHICLE CANNOT BE MOVED WHEN THE RAMP DOOR IS AJAR.

WHEELCHAIR RAMP MUST MEET THE REQUIREMENTS OF ADA.

EMERGENCY CONTROLS:

NO EMERGENCY METHOD, MANUAL OR OTHERWISE, SHALL BE CAPABLE OF BEING
OPERATED IN A MANNER THAT COULD BE HAZARDOUS TO THE RAMP OCCUPANT OR
TO THE OPERATOR.

RAMP PLATFORM SURFACE:
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THE PLATFORM SURFACE SHALL BE FREE OF ANY PROTRUSIONS OVER ¼” INCH HIGH
AND SHALL BE NON-SKID EXPANED METAL, MESH OR EQUIVALENT, TO ALLOW FOR
VISION THROUGH THE PLATFORM. THE PLATFORM SHALL HAVE A MINIMUM CLEAR
WIDTH OF 30 INCHES MEASURED FROM THE PLATFORM SURFACE TO 30 INCHES
ABOVE THE PLATFORM AND MINIMUM CLEAR LENGTH OF 53 ½ INCHES MEASURED
FROM 2 INCHES ABOVE THE SURFACE PLATFORM.

SECUREMENT DEVISES:

LOCATION AND SIZE: THE SECUREMENT SYSTEM SHALL BE PLACED AS NEAR TO
THE ACCESSIBLE ENTRANCE AS PRACTICAL AND SHALL HAVE A CLEAR FLOOR AREA
OF 30 INCHES BY APPROXIMATELY 44 INCHES. NOT MORE THAN 6 INCHES OF THE
REQUIRED CLEAR FLOOR SPACE MAY BE ACCOMODATED FOR FOOTRESTS UNDER
THE ANOTHER SEAT PROVIDED THERE IS A MINIMUM OF 9 INCHES FROM THE FLOOR
TO THE LOWEST PART OF THE SEAT OVERHANGING THE SPACE. SECUREMENT
AREAS ARE TO HAVE A 2-PASSENGER EASY OUT ROLLER BENCH STYLE SEAT TO
ACCOMMODATE OTHER PASSENGERS WHEN A WHEELCHAIR OR MOBILITY AID IS NOT
OCCUPYING THE AREA. THE SEATS, WHEN TAKEN OUT, SHALL NOT OBSTRUCT THE
CLEAR FLOOR SPACE REQUIRED.

MOBILITY AID ACCOMODATIONS: THE SECUREMENT SYSTEM SHALL SECURE
COMMON WHEEL CHAIRS AND MOBILITY AIDS AND SHALL BE EASILY ATTACHED BY
A PERSON FAMILIAR WITH THE SYSTEM AND MOBILITY AID AND HAVING AVERAGE
DEXTERITY. WHEELCHAIR AND MOBILITY AID SECURING SPACES SHALL BE LOCATED
SO THAT THE WHEELCHAIRS ARE LOCKED. TIE DOWNS FOR WHEELCHAIR AND
MOBILITY AID POSITIONS ARE TO BE OF THE FOUR-POINT SYSTEM WITH FOUR TIE
DOWNS SECURING THE CHAIR TO THE FLOOR OF THE VEHICLE. THIS SYSTEM MUST
BE ABLE TO WITHSTAND A CRASH TEST OF 30 MPH AND 20 G’S WITHOUT DAMAGE TO
THE WHEEL CHAIR OR ITS OCCUPANT. MUST BE A COMPLETE PACKAGE.

SEATBELTS AND SHOULDER HARNESSES: WITH HEAVY DUTY RETRACTORS AND
SLEEVES TO KEEP THE BELTS OFF THE FLOOR SHALL BE PROVIDED FOR EACH
WHEEL CHAIR POSITION.

ORIENTATION: THE SECUREMENT SHALL BE INSTALLED SO THAT THE SECURE
WHEELCHAIR OR MOBILITY AID IS FACING TOWARD THE FRONT OF THE VEHICLE.

MOVEMENT: WHEN THE WHEELCHAIR OR MOBILITY AID IS SECURED IN ACCORDANCE
WITH MANUFACTURER’S INSTRUCTIONS, THE SECUREMENT SYSTEM SHALL LIMIT
THE MOVEMENT OF AN OCCUPIED WHEELCHAIR OR MOBILITY AID TO NO MORE THAN
2 INCHES IN ANY DIRECTION.

STOWAGE: WHEN NOT BEING USED, THE SECUREMENT SYSTEM SHALL NOT
INTERFERE WITH THE PASSENGER MOVEMENT, SHALL NOT PRESENT ANY
HAZARDOUS CONDITION, AND SHALL BE REASONABLY PROTECTED FROM
VANDALISM.

PLATFORM GAPS: ANY OPENINGS BETWEEN THE PLATFORM SURFACE AND THE
RAISED BARRIERS SHALL NOT EXCEED 5/8 INCH WIDE. WHEN THE PLATFORM IS
AT VEHICLE FLOOR HEIGHT WITH THE INNER BARRIER DOWN OR RETRACTED,
GAPS BETWEEN THE FORWARD EDGE OF THE RAMP SHALL NOT EXCEED 2 INCH
HORIZONTALLY AND 5/8 INCH VERTICALLY. THE RAMP SHALL BE FURNISHED WITH
REFPLECTOR TAPE ON EACH SIDE.

PLATFORM BARRIERS: THE RAMP PLATFORM SHALL BE EQUIPPED WITH BARRIERS
TO PREVENT ANY OF THE WHEELS OF A WHEELCHAIR OR MOBILITY AID FROM
ROLLING OFF THE PLATFORM.
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BOARDING DIRECTION: THE RAMP SHALL PERMIT BOTH INBOARD AND OUTBOARD
FACING OF WHEELCHAIRS AND MOBILITY AIDS.

SECUREMENT PACKAGES (INCLUDES SHOULDER AND LAP BELT) WILL INCLUDE THE
BELOW LISTED OPTIONS.

(1) Q-STRAINT # Q-8300-A1T-L

(2) KINEDYNE # AL712S-4C L

(3) AMF-BRUNS # SILVER SERIES WITH COMBO L-TRACT FITTING

(4) OF APPROVED EQUAL

 

COMPLIANCE:

YES_______   NO_______

LIST EVERY DEVIATION FROM SPECIFICATION:_________________________________
__________________________________________________________________________
__________________________________________________________________________
__________________________________________________________________________
__________________________________________________________________________
__________________________________________________________________________
__________________________________________________________________________
__________________________________________________________________________
__________________________________________________________________________
__________________________________________________________________________
__________________________________________________________________________

PLEASE ATTACH APPROPRIATE DOCUMENTATION TO PROVE DEVIATION IS EQUAL TO
OR GREATER THAN SPECIFICATION.

ADDITIONAL REQUIREMENTS:

DOCUMENTATION REQUIRED WITH EACH VEHICLE DELIVERED.

CERTIFICATE OF ORIGIN

BILL OF SALE

CHECK FOR APPLICATION FOR TITLE TO (END USER)

WARRANTY PAPERS

MAINTENANCE SCHEDULE

SPARE KEY(S)

OPERATOR’S MANUAL

ALL REQUIRED CERTIFICATIONS

QUALITY CONTROL CHECKLISTS

VENDOR CUSTOMER SERVICE GUIDE

TRAINING:
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MANUFACTURER’S WILL PROVIDE UP TO EIGHT (8) HOURS OF TRAINING THAT WILL
BE GIVEN TO REPRESENTATIVES OF THE END USER AGENCY, AT THE SUCCESSFUL
BIDDER’S EXPENSE. THE TRANING WILL CONSIST OF ALL AREAS OF PRODUCTION,
PREVENTIVE MAINTENANCE, WARRANTY PROCEDURES, ETC. TIME AND PLACE OF
TRANING TO BE ESTABLISHED BY ALDOT.

TESTS AND TESTING:

THE COMPLETE VEHICLE AND ALL WORKING AND MOVING PARTS AND OPERATING
DEVICES WILL BE THOROUGHLY TESTED AND PUT IN OPERATING CONDITION BY THE
MANUFACTURER. ANY DEALER IDENTIFICATION, ADVERTISING, OR SIMILAR MATERIAL
WILL NOT BE ATTACHED TO THE VEHICLE.

PRIOR TO ACCEPTANCE OF VEHICLE, MANUFACTURER WILL SERVICE AND ADJUST
VEHICLE FOR OPERATION TO INCLUDE, AS MINIMUM OF THE FOLLOWING

FOCUSING ON LIGHTS

TUNING OF ENGINE

ADJUSTMENT OF ACCESSORIES

CHECKING OF ELECTRICAL, BRAKING AND SUSPENSION SYSTEM

CHARGING BATTERY

INFLATION OF TIRES

BALANCING OF ALL WHEELS, INCLUDING SPARE

COMPLETE LUBRICATION OF ENGINE, CHASSIS AND OPERATING MECHANISMS WITH
RECOMMENDED GRADES OF LUBRICANTS FOR THE AMBIENT TEMPERATURE AT THE
POINT OF DELIVERY.

SERVICING OF COOLING SYSTEMS WITH PERMANENT TYPE ANTIFREEZE AND
SUMMER COOLANT FOR MINUS 20 DEGREE FAHRENHEIT.

SERVICING WINDSHIELD WASHER WITH WATER AND APPROPRIATE ADDITIVES.

FULL TANK OF FUEL

CERTIFICATIONS:

WORKMANSHIP THROUGHOUT THE VEHICLE WILL CONFORM TO THE HIGHEST
STANDARD OF COMMERCIALLY ACCEPTED PRACTICE FOR THE CLASS OF WORK AND
SHALL RESULT IN A NEAT AND FINISHED APPEARANCE. THE DESIGN OF THE BODY
AND EQUIPMENT WHICH THE MANUFACTURER PROPOSES TO FURNISH MUST BE
SUCH AS TO PROVIDE A VEHICLE OF SUBSTANTIAL AND DURABLE CONSTRUCTION IN
ALL RESPECTS.

WELDING PROCEDURES, WELDING MATERIALS, AND QUALIFICATIONS OF
OPERATORS WILL BE IN ACCORDANCE WITH STANDARDS OF THE AMERICAN
SOCIETY OF TESTING MATERIALS AND THE AMERICAN WELDING SOCIETY OF
TESTING MATERIALS AND THE AMERICAN WELDING SOCEITY. ALL WELDS VISIBLE
TO THE PUBLIC WILL BE GROUND SMOOTH AFTER THE WELDING TO PRESENT A
SMOOTH, WORKMAN LIKE APPEARANCE. WHERE METAL IS WELDED TO METAL,
THE CONTACT SURFACE WILL BE FREE OF SCALE, GREASE, AND PAINT. ALL
EXPOSED SURFACES AND EDGES WILL BE SMOOTH, FREE FROM BURRS AND OTHER
PROJECTIONS AND WILL BE NEATLY FINISHED. ALL PARTS WILL BE NEW AND IN NO
CASE WILL USED RECONDITIONED OR OBSOLETE PARTS BE ACCEPTED.
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WARRANTIES:

THE MANUFACTURER WILL STATE THE TERMS AND CONDISTIONS OF THE VEHICLES
WARRANTY. IN NO CASE WILL THE WARRANTY BE LESS THAN 3 YEARS OR 36,000
MILES ON THE MECHANICAL COMPONENTS OF THE VEHICLE.

THE MANUFACTURER WILL STATE WHERE WARRANTY MAINTENANCE WORK MAY
BE OBTAINED IN ALABAMA. ANY AND ALL MATERIALS, SPECIALTIES, EQUIPMENT OR
ACCESSORIES THAT PROVE DEFECTIVE IN NORMAL OPERATION WITHIN THE ABOVE
PERIOD WILL BE REPLACED OR REPAIRED BY THE MANUFACTURER FREE OF ANY
AND ALL COST TO THE VEHICLE OPERATOR INCLUDING MATERIALS AND LABOR.
WARRANTY REPLACEMENT AND/OR REPAIRS WILL BE FURNISHED PROMPTLY BY
THE SUCCESSFUL BIDDER, NOT TO EXCEED 10 DAYS FOR BODY PARTS AND 3 DAYS
FOR OTHER PARTS. THE BIDDER WILL PROVIDE WRITTEN ASSURANCE WITH THE BID
PACKAGE REGARDING WARRANTY REPAIRS. WARRANTY CARD AND SERVICE POLICY
MUST ACCOMPANY VEHICLE WHEN DELIVERED AND VEHICLE MUST BE SERVICED
AND READY FOR USE.

DELIVERY:

EACH VEHICLE MUST BE DELIVERED IN SHOWROOM CONDITION.

HANDICAP STICKER TO BE PLACE ON LIFT DOOR.

POST-DELIVERY SURVEY:

THE SUCCESSFUL VENDOR SHALL CONDUCT A SURVEY OF END USERS UPON
COMPLETION OF THE CONTRACT (DELIVERY AND ACCEPTANCE OF LAST VEHICLE
ORDERED). THE SURVEY SHALL INCLUDE BUT NOT BE LIMITED TO PRODUCT
SATISFACTION, PROBLEMS, ETC. ALSO TO BE INCLUDED ON THE SURVEY IS THE
CONTACT PERSON FOR THE END USER WHO HAS THE RESPONSIBILITY FOR THE
PREVENTIVE MAINTENANCE PROGRAM (PMP). THE PMP SHALL INCLUDE VEHICLE
CHASSIS, BODY, AIR CONDITION UNIT(S). IN ADDITION, THE SURVEY SHALL INCLUDE
THE VENDOR CONTACT PERSON FOR WARRANTY QUESTION/ISSUES. THE END USER
SHALL ALSO PROVIDE THE VENDOR WITH A CONTACT PERSON FOR WARRANTY
REGISTRATIONS. THE SURVEY IS TO BE COMPLETED NOT LESS THAN 90 DAYS AFTER
THE FINAL DELIVERY TO ALDOT. THE VENDOR SHALL COMPILE THE RESULTS AND
SUPPLY A COPY TO ALDOT.

ACCESSORY FEATURES:

THE FOLLOWING EQUIPMENT, WHEN SPECIFIED, WILL BE FURNISHED.

NOTE: BIDDER IS RESPONSIBLE FOR FURNISHING REQUIRED EQUIPMENT TO ENABLE
THE VEHICLE TO MEET OR EXCEED THE SPECIFIED GVWR.

WHEN ACCESSORY EQUIPMENT IS REQUESTED:

A SEPARATE PRICE LIST WILL BE PROVIDED FOR ALL ACCESSORY EQUIPMENT.

SUCH ACCESSORY ITEMS WILL BE A PART OF THE BID SPECIFICATIONS. THE AWARD
OF THE CONTRACT WILL BE BASED ON THE BASE PRICE OF THE VEHICLE PLUS
OPTIONS/ACCESSORES AND THE LOWEST RESPONSIVE/RESPONSIBLE BID.

VEHICLE LETTERING:  PUBLIC TRANSPORTATION ON FRONT/REAR END CAPS.

PLUS AGENCY NAME, TELEPHONE ON SIDES.

FOR 5307-5311 GRANTEES ALL LETTERING MUST BE 6” AND CENTERED.
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VEHICLE LETTERING:  AGENCY NAME/ TELEPHONE ON SIDES.

FOR 5310, 5316 & 5317 GRANTEES, ALL LETTERING MUST BE 6” AND CENTERED
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